
  
APPLICATIONS
Our Tray Cable is rated for the 
following applications:

 • Connecting power devices in an industrial environment

 • Direct burial in wet or dry locations and outdoors in    
  cable tray where sunlight-resistant rating is required

 • Channels, ducts, wireways, cable trays and conduits

 • Oil fields, power plants, temporary power, 
  and multi-family buildings

 • Applications requiring type TC-ER rating

 • Available optional construction suitable for use in Class 1 Division        
  II Hazardous Locations upon request

Also Available with 
Aluminum Conductors
Visit www.encorewire.com/products for 

details on all of our aluminum products.

PACKAGING
Our Tray Cable products can be shipped 
with the following packaging options:

 • Standard reels with standard or custom lengths

 • Reel Payoff®* (self-spinning reel)

 • Reel Deal®* (wooden compartmentalized reel)

 • Roll-off position* (provides ease of pull, set-up    
  and time efficiency)

 • Weather-resistant end caps* (outdoor storage)

 • Heat-treated & bug-resistant reels and pallets*

 *premium packaging options

CUSTOM
COLORS

CUSTOM
CUTS

WEATHER-
RESISTANT 
PACKAGING

Ask about our 
added-value 
capabilities

Tray Cable
 Power & Control Cable



Available with THHN/THWN-2 
and XHHW-2 Inner Conductors

Available With or 
Without Equipment 
Grounding Conductor
Available in a green-insulated 
grounding conductor

Suitable for Installation 
in Channels, Ducts, 
Wireways, Cable Trays, 
Direct Burial, and Conduits

Complies to UL-83, 
UL-44, & UL-1277 
Standards

Black or Colored 
Inner Conductors 
Available

Conductors are Cabled 
Together to Form a 
Round Construction

Available in 18/2 to 
750/4 Conductor
Consult our catalog 
for specific sizes

TC-ER Rating
*not all sizes are 

TC-ER

Thin Wall PVC Jacket
More flexibility and easier to strip 
than before, while maintaining  
the same rugged toughness

 

Flame-Resistant &
Sunlight-Resistant 
PVC Jacket
Colored jacket available 
by request

 
Everything You Need  

Scan QR code for video

All Encore Wire products are born in the USA and raised in Texas. 
© 2023 Encore Wire Corporation. All Rights Reserved. Encore is a trademark of Encore Wire Corporation.

1.800.962.9473
encorewire.com

 

VISIT OUR PRODUCT CATALOG
The Encore Wire product catalog features our complete line of 

copper and aluminum, residential, commercial, and industrial 

building wire. In addition, the catalog contains information on 

our labor-saving packaging, available services, and product 

capabilities.
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SE-STYLE U 

Sizes 10 AWG - 4/0 AWG
•  For above-ground electrical service use from the electric utility power service 

point to the meter or service entrance equipment
• Installed in accordance with Article 230 and 338 of the NEC
• Manufactured to the requirements of Underwriters Laboratories Standard 854
• Permitted for 600-volt applications

Sizes 6 AWG - 4/0 AWG
• For above-ground electrical service use from the electric utility power 

service point to the meter or service entrance equipment
• Used for interior wiring as branch circuit to ranges, ovens, cooking units,  

or clothes dryers, under special conditions as permitted by NEC
• Manufactured in accordance with Article 338 of the NEC and approved for 

installation in accordance with Article 230 of the NEC
• Permitted for 600-volt applications

 SE-STYLE R
➏

➊	Gray, Sunlight-Resistant PVC Jacket
➋	Glass-Reinforced Tape 
➌	Bare Grounding Conductors
➍	Nylon Conductor Jacket
➎	PVC Insulation
➏	Stranded or Solid Copper Conductor

➊  Gray, Sunlight-Resistant PVC Jacket
➋	Glass-Reinforced Tape 

➌	Bare Grounding Conductor
➍	Nylon Conductor Jacket
➎	PVC Insulation
➏	Stranded Copper Conductor

➋
➊ ➌ ➍ ➎

➏

➋➊ ➌ ➍ ➎

RESIDENTIAL WIRE
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  VISIT ENCOREWIRE.COM FOR FULL SPECIFICATIONS 

 TC-ER SE-R HYBRID®

➊  Gray, Sunlight-Resistant PVC Jacket

➋	 Glass-Reinforced Tape 

➌	 Bare Grounding Conductor

➍	 Nylon Conductor Jacket

➎	 PVC Insulation

➏	 Stranded Copper Conductor
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DIRECT 
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LOCATION

DRY
LOCATION

Sizes 6 AWG - 4/0 AWG
• For above ground electrical service use from service disconnecting means to remote 

distribution equipment.
• Used for interior wiring as branch circuit to ranges, ovens, cooking units, or clothes 

dryers.
• Manufactured in accordance with Articles 215, 225, 230, and 338 of the NEC 
• Permitted for 600-volt applications

E-174428

➊ ➋ ➌ ➍ ➎

➏

10

E-301130

Sizes 6 AWG - 750 KCMIL
•  Constructed with Compact Stranded Conductors, Aluminum Alloy 8000 Series
•  Type THHN/THWN-2 conductors rated 90°C dry
•   Permitted for 600-volt applications
•  Sizes 6 AWG through 750 KCMIL contain a bare, aluminum grounding conductor
•  Conductors are cabled together with separator tape, which contains the 

identification print legend

Sizes 6 AWG - 750 KCMIL
•  Constructed with Compact Stranded Conductors, Aluminum Alloy 8000 Series
•  Type THHN/THWN-2 conductors rated 90°C dry
•  Permitted for 600-volt applications
•  All sizes contain a bare, aluminum grounding conductor
•  Conductors are cabled together with separator tape, which contains the 

identification print legend
•  Overall sunlight-resistant, flame-retardant black PVC jacket

Sizes 6 AWG - 750 KCMIL
•  Constructed with Compact Stranded Conductors, Aluminum Alloy 8000 Series 

per ASTM B800, ASTM B801 and ASTM B836
•  Type XHHW-2 conductors rated 90°C dry
•  Permitted for 600-volt applications
•  Conductors are cabled together with separator tape, which contains the 

identification print legend
•  Overall sunlight-resistant, flame-retardant black PVC jacket

MC - THHN/THWN-2 CONDUCTORS

MC - THHN/THWN-2 - PVC JACKET

 MC - XHHW-2 - PVC JACKET

➏

➋ ➍➌➊

➊ Interlocked Aluminum Armor
➋ Separator Tape
➌ Nylon Jacket
➍ PVC Insulation
➎ Bare Compact Stranded Grounding Conductor
➏ Compact Stranded Conductor, AA-8000 Series

➊ Black PVC Jacket
➋ Interlocked Aluminum Armor
➌ Separator Tape
➍ XLPE Insulation
➎ Bare Compact Stranded Grounding Conductor
➏ Compact Stranded Conductor, AA-8000 Series

➊ Black PVC Jacket
➋ Interlocked Aluminum Armor
➌ Separator Tape
➍ Nylon Jacket
➎ PVC Insulation
➏ Bare Compact Stranded Grounding Conductor
➐ Compact Stranded Conductor, AA-8000 Series

➏
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E-301130

  VISIT ENCOREWIRE.COM FOR FULL SPECIFICATIONS. 

E-301130
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Scan to learn more.


